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CHARACTERISTIC  |SYMBOL | RATING [UNIT CHARACTERISTIC | SYMBOL| RATING |UNIT
Collector — Base Voltage Vero 35 | V || Emitter Current In —500 | mA
Collector = Emitter Voltage| Vs 30 | V || Collector Power Dissipation| P. 500 |mW
Emitter — Base Voltage Veso 5 V| Junction Temperature T; 150 | €
Collector Current ‘ Ic 500 mA | | Storage Temperature Range ngg -55~150] ©
B ELECTRICAL CHARACTERISTICS (T -25¢C) ,

CHARACTERISTIC | SYMBOL TEST CONDITION MIN. | TYP.[MAX.| UNIT
Collector  Cut off Current Ieso Ves=35V, ;=0 ) . = ]0.1 | pA
| Emitter Cut off Current Iso Ves=5V, Io=0 - - 0.1 | pA
DC Current Gain(1) hes (1) Va=1V, I;=100mA 70 |~ | 240
DC Current Gain (2) Ba2y | Va6V, L—100mA 25 | - | -
Collector — Emitter Saturation Voltage Verisar) Ie=100mA, Iz=10mA - 0.1 1025 V
Base — Emitter Voltage : Vs ¢=100mA, V=1V - 108101 ] V
Transition Frequency fr Vee=6V, IE:—QOmA - 300 - | MHz
Output Capacitance Cob Ves=6V, Iy=0, f=1MHz, - 7] - | pF

* NOTE: According to bgg (1), Classified as follows.

0 70-140 Y 120~240




