FCP125N60E

Yixin

N-Channel SuperFET® Il Easy-Drive MOSFET

600V, 29 A, 125 mQ

Features

« 650V @T,=150°C

* Typ. Rps(on) = 102 mQ

* Ultra Low Gate Charge (Typ. Qg = 75 nC)

* Low Effective Output Capacitance (Typ. Cosg(eff) = 258 pF)
* 100% Avalanche Tested

* RoHS Compliant

Applications

* Telecom / Sever Power Supplies
* Industrial Power Supplies

Description

SuperFET® Il MOSFET is Fairchild Semiconductor’s brand-new
high voltage super-junction (SJ) MOSFET family that is utilizing
charge balance technology for outstanding low on-resistance
and lower gate charge performance. This technology is tailored
to minimize conduction loss, provide superior switching
performance, dv/dt rate and higher avalanche energy.
Consequently, SuperFET || MOSFET easy-drive series offers
slightly slower rise and fall times compared to the SuperFET II
MOSFET series. Noted by the “E” part number suffix, this family
helps manage EMI issues and allows for easier design
implementation. For faster switching in applications where
switching losses must be at an absolute minimum, please
consider the SuperFET Il MOSFET series.
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GDS G
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Absolute Maximum Ratings Tc = 25°C unless otherwise noted.

Symbol Parameter FCP125N60E Unit
Vpss Drain to Source Voltage 600 \
Vass Gate to Source Voltage -be +20 \

-AC (f>1Hz) +30
) - Continuous (T¢ = 25°C) 29
Ip Drain Current - A
- Continuous (T¢ = 100°C) 18
Iom Drain Current - Pulsed (Note 1) 87 A
Eas Single Pulsed Avalanche Energy (Note 2) 720 mJ
IaR Avalanche Current (Note 1) 6 A
EAr Repetitive Avalanche Energy (Note 1) 2.78 mJ
MOSFET dv/dt 100
dv/dt . Vins
Peak Diode Recovery dv/dt (Note 3) 20
Pp Power Dissipation (Te = 25°C) 278 w
- Derate Above 25°C 2.2 w/°C
Ty, Tste Operating and Storage Temperature Range -55 to +150 °c
T Maximum Lead Temperature for Soldering, 1/8” from Case for 5 Seconds 300 °c
Thermal Characteristics

Symbol Parameter FCP125N60E Unit
Reyc Thermal Resistance, Junction to Case, Max. 0.45 oc/W
Reua Thermal Resistance, Junction to Ambient, Max. 40
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Package Marking and Ordering Information

Part Number Top Mark Package Packing Method Reel Size Tape Width Quantity
FCP125N60E FCP125N60E TO-220 Tube N/A N/A 50 units

Electrical Characteristics Tc = 25°C unless otherwise noted.

Symbol | Parameter Test Conditions ‘ Min. ’ Typ. Max. | Unit ‘
Off Characteristics

. VGS=0V, |D=10 mA, TJ=25°C 600 - - \%

BV Drain to Source Breakdown Voltage

Dss 9 Ves =0V, Ip=10mA, T,=150°C | 650 - - v
ABVpss Breakdown Voltage Temperature Ip = 10 mA, Referenced to 25°C - 07 - V/I°C
/AT, Coefficient

Vps =600V, Vgg=0V - - 1
Ipss Zero Gate Voltage Drain Current DS = 5 pA
Vps =480V, Vgg =0V, T = 125°C - 2 -

lgss Gate to Body Leakage Current Vgs =+20V, Vpg=0V - - +100 nA
On Characteristics
VGsith) Gate Threshold Voltage Vgs = Vps, Ip =250 pA 2.5 - 3.5 \
Rps(on) Static Drain to Source On Resistance Vgs=10V,Ip=145A - 102 125 mQ
IFs Forward Transconductance Vps=20V,Ip =145A - 25 - S
Dynamic Characteristics
Ciss Input Capacitance Vee =380 V. Veae = 0V - 2250 2990 pF
Coss Output Capacitance ) =DS1 _IVIHz Pres T - 60 80 pF
Crss Reverse Transfer Capacitance - 17 - pF
Coss(eff.) Effective Output Capacitance Vps=0V1t0480V,Vgg=0V - 258 - pF
Qgq(tot) Total Gate Charge at 10V Vps =380V, Ip=145A, - 75 95 nC
Qgs Gate to Source Gate Charge Vgs =10V - 10 - nC
Qgq Gate to Drain “Miller” Charge (Note 4) - 33 - nC
ESR Equivalent Series Resistance f=1MHz - 3.5 - Q
Switching Characteristics
tacon) Turn-On Delay Time - 23 56 ns
t, Turn-On Rise Time Vpp =380V, Ip=14.5A, - 20 50 ns
o) Turn-Off Delay Time Ves =10V, Rg=4.70 - 106 | 222 | ns
te Turn-Off Fall Time (Note 4) - 23 56 ns
Drain-Source Diode Characteristics
Is Maximum Continuous Drain to Source Diode Forward Current - - 29 A
Ism Maximum Pulsed Drain to Source Diode Forward Current - - 87 A
Vsp Drain to Source Diode Forward Voltage Vgs=0V,Igp=145A - - 1.2 \Y
ter Reverse Recovery Time Vgs=0V,Igp=145A, - 376 - ns
Qr Reverse Recovery Charge dig/dt = 100 A/us - 6.5 - uC

Notes:

1. Repetitive rating: pulse width limited by maximum junction temperature.
2.1ps =6.0 A, Rg =25 Q, Starting T; = 25°C

3.lsp < 14.5 A, di/dt <200 A/us, Vpp < 380V, Starting T, = 25°C

4. Essentially independent of operating temperature.

134SOIN 2AlQ-Ase] || gL3449dng [puueyd-N — 3J09NSZLdO4d




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


